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Figure 6.2   Highest Traffic Accident Locations
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Accident Cluster

Intersection Accidents

Location at Total Reportable
1 Taconic Parkway Miller Rd 44
2 Taconic Parkway NYS 52 39
3 Taconic Parkway Carpenter Rd29 34
4 Taconic Parkway NYS 82 18
5 Taconic Parkway Hosner Mtn Rd 17
6 Hillside Lake Rd Clove Branch Rd 17
7 NYS 82 NYS 376 13
8 NYS 82 Palen Rd31 11
9 NYS 82 Clove Branch Rd29 10
10 Beekman Rd9 Carpenter Rd29 10
11 Taconic Parkway Stormville Rd 9
12 NYS 82 Lake Walton Rd 9
13 Beekman Rd9 NYS 82 6
14 Palen Rd31 Harrigan Rd 4
15 Moore Rd Philips Rd 4

# Road Stretch Accidents

Location between and Total Reportable
1 NYS 376 NYS 52 Kent Rd 44
2 NYS 82 Foster Rd Clove Branch Rd29 39
3 NYS 52 Roethel Rd Lakeview Dr 34
4 NYS 376 Entry Rd Ferland Rd 18
5 CR 216 Gold Rd Town Line 17
6 NYS 376 Clove Branch Rd29 Lake Walton Rd 17
7 NYS 82 Trinka Lane Unity St 13
8 NYS 376 Oak St Fishkill Rd 11
9 NYS 52 Lakeview Dr Palen Rd31 10
10 Philips Rd9 Moore Rd 500m west 10
11 Clove Branch Rd29 Doran Brush Dr Beekman Rd9 9
12 Philips Rd Moore Rd Park Pl 9
13 Carpenter Rd9 Valdemar Rd 200m north 6
14 Lake Walton Rd Montfort Rd Homestead Dr 4
15 Clove Branch Rd29 Henry Dr NYS 82 4
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9 County Road 9 ;  29 County Road 29 ;  31 County Road 31 ;  33 County Road 33

9 County Road 9 ;  29 County Road 29 ;  31 County Road 31 ;  33 County Road 33
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Table 6.3   
High Crash Location Clusters 

 

Cluster 1 
Injury 

Property 
Damage 

Only 

Total 
Reportable 

Crashes 
Lake Walton Rd between Montfort Rd. and Homestead Dr. 4 0 4 
Lake Walton Rd at Montfort Rd. 2 1 3 
Lake Walton Rd at Homestead Dr 3 0 3 
Lake Walton Rd at Brown Rd. 1 0 1 

total 10 1 11 
Cluster 2    
Carpenter Rd. between Valdemar Rd. and 200m north 4 0 4 
Carpenter Rd. between Beekman Rd. and 100m south 0 1 1 
Beekman Rd. between Carpenter Rd. and Augusta Dr 1 0 1 
Beekman Rd. at Carpenter Rd. 4 2 6 
Beekman Rd. between Martin Rd. and Clove Branch Rd. 0 1 1 

Clove Branch Rd. at Beekman Rd. 3 1 4 
Clove Branch Rd. between Doran Brush Dr. and Beekman Rd. 4 2 6 

total 16 7 23 
Cluster 3    
Philips Rd. at Park Pl. 2 1 3 
Philips Rd. between Moore Rd. and  500m west 2 5 7 
Philips Rd. between Moore Rd. and Park Pl. 4 0 4 
Moore Rd. at Philips Rd.  4 0 4 
Moore Rd. between Philips Rd. and town line 2 0 2 

total 18 6 24 
 
 
Taconic State Parkway At-Grade Intersections 
 
The table shows that the most dangerous intersections in East Fishkill by far were the at-grade 
intersections with the Taconic State Parkway. However, the NY State Department of 
Transportation has since closed two of the three intersections, Carpenter Road and Stormville 
Road, leaving only Hosner Mountain open.  The DOT has closed the medians at these two 
intersections, prohibiting turning movements across the Taconic Parkway.  The State has 
proposed to construct an overpass for Hosner Mountain Road, in order to grade-separate the 
intersection.   
 
Collectively these intersections account for 105 reportable accidents of which 58 resulted in an 
injury and 2 resulted in a fatality.  
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Hopewell Junction 
 
Traffic in the Hopewell Junction Hamlet represents the major circulation issue in East Fishkill. 
Hopewell Hamlet is the historic center of East Fishkill and today is the commercial and 
administrative center for the Town.  As was shown in the East Fishkill Traffic Study, Hopewell 
Hamlet has seen the largest increase of traffic in East Fishkill during the last decade and has 
become more congested.  Traffic movements in the Hopewell Hamlet are concentrated around the 
intersection of NYS Route 376 and NYS Route 82.  This has become a congested and unpleasant 
intersection.  This is good neither from a transportation perspective, a commercial perspective, 
nor an environmental perspective.   
 
An additional circulation problem in Hopewell Hamlet is the commercial strip area on NYS 
Route 82 near Trinka Lane.  As in most commercial strips, each property has its own driveway 
and to get from one retail establishment to another shoppers often have to drive out one driveway 
and get in on another driveway.  The overall result is one of lack of accessibility and 
unfriendliness for pedestrians and bicyclists.   
 
Potential solutions to the circulation issues in Hopewell Hamlet are addressed in the Future Road 
Network section.   
 
6.5 Safety Improvements 
 
Carpenter Road At-Grade Intersection 
 
This intersection was the third-highest crash location between 1995-1998 in East Fishkill.  For 
northbound drivers, the visibility was partially obstructed by vegetation on the central portion of 
the Taconic State Parkway, see photographs 1 and 2. This obstruction was partially cleared by 
DOT and a flashing light was added to improve safety at this location.  However, the NY State 
Department of Transportation (DOT) has since closed this median, preventing turning movements 
from across the Taconic, and through traffic from crossing the Taconic Parkway here.  This 
Master Plan classifies Carpenter Road as a minor collector because of its strategic location within 
the Town.  This closing causes significant dislocation for passenger and non-passenger vehicles, 
including school buses, fire and rescue services, farm vehicles, and commercial traffic.  It 
requires additional travel distance for all, including children on school buses, and adds traffic 
through other intersections not equipeed to handle the increased volume.  It also makes it more 
difficult for the Town to provide snow-clearig services in the Stormville area. 
 
The intersection creates issues for northbound traffic turning right, because there is no 
deceleration lane.  Vehicles wanting to turn right off the Taconic are afraid to slow down too 
much because of the rear-end hazard created by higher speed vehicles.  These vehicles then turn 
too quickly into the side street.   
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A grade-separated diamond interchange should be swiftly constructed at this location. This 
interchange would serve central East Fishkill and could possibly provide access to a commuter 
rail station on the MNR Beacon line.  This improvement becomes particularly important if and 
when the Stormville Road access further north is discontinued (see discussion below). 
 
Hosner Mountain Road At-Grade Intersection 
 
This intersection is the fifth highest in terms of total crashes and the highest in terms of fatalities: 
two fatalities occurred at this intersection in the period of 1995-1998. This intersection is 
particularly dangerous as the site distance on the eastern approach is limited both for drivers on 
the Taconic State Parkway and for drivers on Hosner Mountain Road. New York State DOT has 
proposed to grade-separate the two roadways, allowing Hosner Mountain to cross over the 
Taconic State Parkway. If access from the Taconic to Hosner Mountain were eliminated, cars 
would need to use the Route 52 exit and then turn left onto Hosner Mountain Road.  For 
northbound vehicles on the Taconic, this would require two left turns.  More cars would pass 
through the Route 52 intersection, which already suffers from inadequate sight distance.  The 
amount of vehicles making these two left turns would adversely impact travel along Route 52 and 
create safety hazards.  A full diamond interchange is not needed here, but an offramp for 
northbound Taconic vehicles to exit onto Hosner Mountain Road would provide an important 
connection to residents who rely on Hosner Mountain Road for access.   
 
Stormville Road At-Grade Intersection 
 
This intersection was the twelfth highest crash location in East Fishkill with a total of nine 
crashes in the period of 1995-1998, eight of which resulted in a serious injury.   This intersection 
has been closed and is scheduled to remain so permanently.  A new overpass at Carpenter Road 
should be promptly constructed to provide adequate connections for people on both sides of the 
Taconic. West of the Taconic the section of Stormville Road between Pellbridge Road and the 
Taconic can be abandoned, and on the east side a turn-around should be built near the last 
driveway east of the Taconic.   

Photograph 6.4  
500 feet from Carpenter Road on southbound approach of 

the Taconic State Parkway 

Photograph 6.3 
500 feet from Carpenter Road on northbound approach of 

the Taconic State Parkway 


